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3RT10 3 contactors
Size S2, Cage Clamp connection
with surge suppressor, auxiliary switch blocks and mounted overload relay

3RT10 4, 3RT14 46 contactors
Size S3 and NEMA Size 3, screw connection
with surge suppressor, auxiliary switch blocks
and mounted overload relay

Lateral clearance from
earthed parts = 6 mm

Dimension drawings

For size S2:

a = 0 mm with varistor < 240 V, diode assembly
a = 3.5 mm with varistor > 240 V
a = 17 mm with RC element
b = DC 15 mm deeper than AC
1) Auxiliary switch block, laterally mountable
2) Auxiliary switch block, mountable on the front

(1, 2 and 4-pole)
3) Surge suppressor
4) Drilling pattern

For size S3:

a = 0 mm with varistor, diode assembly
and < 240 V

a = 3.5 mm with varistor and > 240 V
a = 17 mm with RC element
b = DC 13 mm deeper than AC

1) Auxiliary switch block, laterally mountable
2) Auxiliary switch block, mountable on the 

front (1, 2 and 4-pole), same dimensions for 
designs with screw or Cage Clamp con-
nection

3) Surge suppressor
4) Drilling pattern
5) For mounting on 35 mm standard mounting 

rail (15 mm deep) acc. to EN 50 022
or 75 mm standard mounting rail acc. to
EN 50 023

6) Hexagon socket screw 4 mm

3RT10 and 3RT14 contactors,
3-pole
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