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4.2 Definite Purpose Contactors and Starters

Contactors

Dimensions
Approximate Dimensions in Inches (mm)

C25 Contactors, Open Type and Open Type—Reversing 

15–75 Ampere (Non-Reversing) 15–75 Ampere (Reversing)

90 Ampere

120 Ampere 200–360 Ampere

Dimensions and Shipping Weights 

Note
1 Add 0.30 in (8 mm) to width for C25 contactors with DC coils.
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0.25 x 0.032 Male
with Quick Connect 
Coil Terminal (2 places)

1NO Auxiliary Contact
with 0.25 x 0.032 Male
Quick Connects at Left

(2) 0.25 x 0.032 Male
with Quick Connects
(6 places)
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Ampere 
Size

Number 
of Poles

Wide High Deep Mounting
Side Auxiliary
Contact Adder

Shipping 
Weight 
Lbs (kg)A B C D E F G H J

Open Type

15–50 2 and 3 2.40 (61.0) 1 3.75 (95.0) 3.35 (85.0) 3.25 (83.0) 2.00 (51.0) — 3.13 (79.0) 1.50 (38.0) 0.34 (8.6) 1.3 (.6)

25–40 4 2.68 (68.0) 1 3.75 (95.0) 3.38 (86.0) 3.25 (83.0) 2.00 (51.0) 1.50 (38.0) 3.13 (79.0) 1.50 (38.0) 0.50 (12.5) 2.3 (1.0)

60–75 2 and 3 2.63 (67.0) 1 3.75 (95.0) 3.97 (101.0) 3.25 (83.0) 2.00 (51.0) 1.50 (38.0) 3.13 (79.0) 1.50 (38.0) 0.37 (9.5) 2.8 (1.3)

90 2 and 3 3.86 (98.0) 5.00 (127.0) 4.41 (112.0) — 2.87 (73.0) — — 2.48 (63.0) — NN (NN)

120 2 and 3 3.54 (90.0) 7.17 (182.0) 5.94 (151.0) 3.00 (76.0) 6.63 (168.0) — — — 0.54 (13.7) 8.5 (3.9)

200 and 300 2 and 3 7.05 (179.0) 9.11 (232.0) 7.25 (184.0) 6.00 (152.0) 8.50 (216.0) — — — — 20.0 (9.1)

360 2 and 3 7.05 (179.0) 13.12 (333.0) 7.78 (198.0) 6.00 (152.0) 12.50 (318.0) — — — — 23.0 (10.4)

Open Type—Reversing

15–50 2 and 3 5.0 (127.0) 3.75 (95.0) 3.35 (85.0) 3.25 (83.0) 4.53 (118.0) — 3.13 (79.0) 4.13 (105.0) 0.34 (8.6) 2.6 (1.2)

60–75 2 and 3 5.77 (147.0) 3.75 (95.0) 3.97 (101.0) 3.25 (83.0 5.15 (131.0) 3.15 (80.0) 3.13 (79.0) 4.65 (118.0) 0.37 (9.5) 5.6 (2.5)
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