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3.7Control Relays and Timers

Machine Tool Relays

Product Selection 

When Ordering, Specify
Catalog number and magnet coil code letter. Example: For a four-pole relay having 
4NO contacts with a 120 V 60 Hz coil, order Catalog Number D15CR40AB. 

Factory-Assembled Multipole Relays 

Additional Contact Poles Magnet Coil Selection 

Notes
1 Underscore indicates missing code suffix for magnet coil—see Magnet Coil Selection table above. 
2 Not all suffix codes available: consult Customer Support Center.

Number of
Poles

Type of Contacts Open Type 
NO NC Catalog Number 1

4 4 0 D15CR40_B

3 1 D15CR31_B

2 2 D15CR22_B

1 3 D15CR13_B

0 4 D15CR04_B

6
(four-pole relay with two-pole 
front-mounted deck)

6 0 D15CR60_B

5 1 D15CR51_B

4 2 D15CR42_B

3 3 D15CR33_B

2 4 D15CR24_B

1 5 D15CR15_B 2

0 6 D15CR06_B 2

8
(four-pole relay with four-pole 
front-mounted deck)

8 0 D15CR80_B

7 1 D15CR71_B

6 2 D15CR62_B

5 3 D15CR53_B

4 4 D15CR44_B

3 5 D15CR35_B 2

2 6 D15CR26_B 2

D15CR40_B

D15CR60_B 

D15CR80_B 

Description
Catalog 
Number

Front Contact Pole Deck

1NO-1NC C320KGT3

2NO C320KGT4

2NC C320KGT5

1NO (early closing)–1NC (late opening) C320KGT7

4NO C320KGT13

3NO-1NC C320KGT14

2NO-2NC C320KGT15

1NO-3NC C320KGT16

4NC C320KGT17

Side-Mounted Contact Blocks

1NO-1NC C320KGS3

2NO C320KGS4

2NC C320KGS5

1NO (early closing)–1NC (late opening) C320KGS7

AC Coils
Volts and Hertz

Code
Suffix

DC Coils 
Volts

Code
Suffix

120/60 or 110/50 A 12 R1

240/60 or 220/50 B 24 T1

480/60 or 440/50 C 48 W1

600/60 or 550/50 D 120 A1

208/60 E

277/60 H

208–240/60 J

24/60 T

Jarad
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Jarad
Highlight
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Highlight

Jarad
Highlight
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3.7 Control Relays and Timers

Machine Tool Relays

Dimensions
Approximate Dimensions in Inches (mm)

D15 Four-Pole Relay 

D15 Six- and Eight-Pole Relays 

Dimensions and Shipping Weights 

Description Dimension C
Shipping Weights
Lbs (kg)

Relay only 3.30 (83.8) 1.3 (0.6)

Relay with timer attachment 5.55 (141.0) 1.5 (0.7)

Relay with front contact pole deck 4.66 (118.4) 1.7 (0.8)

2.36
(59.9)

2.96
(75.2)

1.36
(34.5) Optional Additional

Contact Poles
or Accessories

Mtg. Holes for
M4 or #8 Screws

1.8
(45.7)

C

0.54
(13.7)

0.54
(13.7)

Side
Mtd.
Blk.

Frt.
Mtd.
Acc.

4.66
(118.4)

2.36
(59.9)

2.96
(75.2)

1.36
(34.5) Optional Additional

Contact Poles
or Accessories

Mtg. Holes for
M4 or #8 Screws

1.8
(45.7)

0.54
(13.7)

0.54
(13.7)

Side
Mtd.
Blk.

Frt.
Mtd.
Acc.

Jarad
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