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Contactors
Add-on blocks and accessories for BG series mini-contactors
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11 BGX10... (20-11-02)
11 BGX11 11

11 BGX10... (40-31-22-13-04)
11 BGX11 22

11 BGX50 00

11 BGX77... - 
11 BGX78 225 -
11 BGX79...

11 BGXF...

Operational characteristics
Type                                                       BGX10...   BGXF10...
                                                               BGX11...
IEC rated conventional free        A          10             10
air thermal current Ith
IEC rated insulation                     V        690           690
voltage Ui                                    
Terminals                       Screw              M3            Faston
                                                                              1x6.3mm
                                                                              2x2.8mm
                                       Width   mm    6.9            6.9
Tightening torque                        Nm    0.8...1        ––
                                                   lbin     7...9          ––
Conductor section maximum
(with 1 or 2 cables) 
                  flexible without lug   mm2   2.5            2.5
                       flexible with lug   mm2   2.5            2.5
                                        AWG   n°       14             14
UL/CSA and IEC/EN 60947-5-1   AC      A600        A600
designation                                 DC      Q600        Q600
Mechanical life                            cycles  20             20
(million)                                      

SM1 breaker - mini-contactor connecting kit
See page 1-5.

Certifications and compliance
Certifications obtained: 
Type                                              UL     cULus    EAC      CCC
                                                                                
BGX10...                                        ––         �          �        �

BGX11...                                        ––         �          �        �

BGXF10...                                      ––         �          �        ––
BGX50 00                                     ––         �          �        ––
BGX7...                                          ––         �          �        ––
BGX80 00                                     ––        ––         �        ––
G32...                                            ––        ––         �        ––
SMX90...                                                   ––         ––        ––

�     Certified products; 

-     UL Recognized for USA only (File E197069) as Panel and
Switchboard Accessories - Component. 

             Products having this type of marking are intended 
             for use as components of complete workshop-assembled equipment.
cULus - UL Listed for USA and Canada (cULus - File E93601) as Auxiliary

Devices - Component.

Compliant with standards: UL 60947-4-1, 
CSA C22.2 n° 60947-1, CSA C22.2 n° 60947-4-1;
IEC/EN 60947-1; IEC/EN 60947-5-1 for auxiliary contacts.

11 SMX90 21
11 SMX90 22

 Order code           Characteristics         Max         Qty     Wt
                                                             qty          per     
                                                             per          pkg     
                                                                         contactor.
                                                             n°            n °    [kg]
 Auxiliary contacts.
 Screw terminals.
 11 BGX10 02�     2NC                         1             10       0.021
 11 BGX10 11�     1NO + 1NC              1             10       0.021
 11 BGX10 20�     2NO                         1             10       0.021
 11 BGX10 04�     4NC                         1             10       0.028
 11 BGX10 13�     1NO + 3NC              1             10       0.028
 11 BGX10 22�     2NO + 2NC              1             10       0.028
 11 BGX10 31�     3NO + 1NC              1             10       0.028
 11 BGX10 40�     4NO                         1             10       0.028
 Auxiliary contacts for reversing and changeover assemblies.
 Screw terminals.
 11 BGX11 11�     1NO + 1NC              1             10       0.021
 11 BGX11 22�     2NO + 2NC              1             10       0.028
 Auxiliary contacts. 
 Faston terminals.
 11 BGXF10 02�   2NC                         1             10       0.021
 11 BGXF10 11�   1NO + 1NC              1             10       0.021
 11 BGXF10 20�   2NO                         1             10       0.021
 11 BGXF10 04�   4NC                         1             10       0.028
 11 BGXF10 13�   1NO + 3NC              1             10       0.028
 11 BGXF10 22�   2NO + 2NC              1             10       0.028
 11 BGXF10 31�   3NO + 1NC              1             10       0.028
 11 BGXF10 40�   4NO                         1             10       0.028
 Mechanical interlock.
 11 BGX50 00�     For BG...A and BG...D   1             10       0.008
 Quick connect surge suppressors.
 11 BGX77 048      48VAC/DC (Varistor)              10       0.007
 11 BGX77 125      48...125VAC/DC (Varistor)      10       0.007
 11 BGX77 240      125...240VAC/DC (Varistor)    10       0.007
 11 BGX78 225      225VDC (Diode)                   10       0.007
 11 BGX79 048      48VAC (Resistor-Capacitor) 10       0.007
 11 BGX79 125      48...125VAC                           10       0.007
                              (Resistor-Capacitor)
 11 BGX79 240      125...240VAC                         10       0.007
                              (Resistor-Capacitor)
 11 BGX79 415      240...415VAC                         10       0.007
                              (Resistor-Capacitor)
 Modular shroud.
 11 BGX80 00�     IP40 front protection              20       0.006
 Paralleling links.
 11 G323�            For 2 poles                             10       0.009
 11 G324                                                              10       0.009
 11 G325�            For 4 poles                             10       0.014
 11 G326                                                              10       0.014
 Rigid connecting kits.
 11 SMX90 21�    Rigid connections for             10       0.040
                              star-delta starter with 
                              BG... mini-contactors 
 11 SMX90 22�    Rigid connections for             1         0.026
                              reversing switches with
                              BG... mini-contactors

� Cannot be used with BG...L types.
� Cannot be used with BG...D and BG...L types.
� Suitable for left-hand mini-contactor only of BGT and BGTP reversing and

BGC changeover assemblies.
� The shroud can be used with BG... types with screw termination only and

with no auxiliary contacts, surge suppressor or mechanical interlock
mounted. It raises the front degree of protection of the mini-contactor
when these are used in consumer switchboards.

� Cannot be used with BGX80 00 shroud.
� Contactors with one NC auxiliary contact, 01 type, are usually used.
    The SM1 breaker can be directly fitted with rigid connector; type connection

SM1X30 40P for SM1P... breaker and connection SM1X30 40R for
SM1R... breaker.

    The relay cannot be directly mounted on the contator. Use the RF38 type and
the RFX38 04 independent mounting base.
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BGX80 00

BG...A
BG...D

G323

G324

G325

G326

BGX77...
BGX78 225
BGX79...

BGX10 40 - BGXF10 40
BGX10 31 - BGXF10 31
BGX10 22 - BGXF10 22
BGX10 13  - BGXF10 13
BGX10 04    - BGXF10 04

BGX10 20 - BGXF10 20
BGX10 11 - BGXF10 11
BGX10 02 - BGXF10 02

BGX80 00

BG...L

G323

G324

G325

G326

BGX77...
BGX78 225
BGX79...

BG...A
BG...D

BGX77...
BGX78 225
BGX79...

BGX10 40 - BGXF10 40
BGX10 31 - BGXF10 31
BGX10 22 - BGXF10 22
BGX10 13    - BGXF10 13
BGX10 04    - BGXF10 04

BGX10 20 - BGXF10 20
BGX10 11 - BGXF10 11
BGX10 02 - BGXF10 02

BGX77...
BGX78 225
BGX79...

BGX10 10 - BGXF10 20
BGX10 11 - BGXF10 11
BGX10 02 - BGXF10 02
BGX11 11

BGX10 40 - BGXF10 40
BGX10 31 - BGXF10 31
BGX10 22 - BGXF10 22
BGX10 13 - BGXF10 13
BGX10 04 - BGXF10 04
BGX11 22

BGX50 00

Combinations: mounting position on BG...A and BG...D mini-contactors

Combinations for reversing and changeover contactors assembled with BG...A and BG...D types

Combinations: mounting position on BG...L mini-contactors

� Not suitable for BG...D types.
� For left-hand mini-contactor of BGT, BGTP and BGC contactor assemblies only.
     See page 4-5.

� Not suitable for mini-contactors BG... with auxiliaries contacts BGX10..., surge suppressor BGX7... 
     and interlock BGX50 00.
� Not suitable for BG...D types.

Connections for reversing contactor assembly Connections for star-delta assembly

SMX90 21

SMX90 21

SMX90 21

BGX50 00

SMX90 22

BG...A
BG...D

SMX90 22

BG...


